
INGENIUM range design provides the latest technology in Low Temperature Surface electric radiators.

Manufactured on the basis of a steel structure, the front side is made of extruded corrugated aluminium that increases the heat 
cession to the room in more than a 50%.

Also the upper aluminium side has been designed to re-direct the convection effect.

A tangential tubular blower and some other internal devices have been incorporated to quick transfer the internal heat to the room 
maintaining an external surface temperature, at any point, below 43ºC at maximum performance, meeting NHS guidelines.

INGENIUM line permits an accurate temperature control of the room where they are installed. They offer an electronic chrono-
thermostat that allows to set the ideal temperature during the day or the night, but only when it is required.

Control is essential to minimize the consumption and electricity expenses. These thermal radiators provides you with the latest 
technology in control consumption, its ELECTRONIC TRIAC CONTROL OPTIMIZER manages and restricts the flow of electricity.

All these functions cover the needs of care homes, residential, nursing homes, hospitals, clinics, educational establishments or 
public areas in general.

The result is a technically superb product that provides the best efficiency in direct electric heating and eliminates any possible 
burning accident when children, disabled or elderly population is nearby.

They help you to have precise control in all the different areas of a heating installation, infinite performance programs can be set 
up depending on the use you give to each area.

Savings in unnecessary heating expenses will be easily noticeable.

ECOSECO ® patented technology

INGENIUM
Low Surface Temperature Radiator, Digital Control with programmer



Technical Features

 - Flat keyboard for easy cleaning and lockable.

 - Built-in electronic ambient thermostat ± 0,1ºC. 

 - Digital adjustable thermometer.

 - Mode selector, 3 modes of operation DAY -standard, NIGHT- 
temperature reduction for economic performance and FROST 
PROTECTION. 

 - Digital display for Clock, Selected temperature, Room 
temperature, weekly/daily programming, Etc.

 - Electronic TRIAC CONTROL OPTIMIZER.  

 - Thermal safety cut out. 

 - Temperature sensor that automatically activates / deactivates the 
blower performance.

 - Ratings from 775W to 1.550W.

 - Stylish aluminium body finished in epoxy powder coating RAL 9010.

 - Fitted with mains cable. 

 - Patented wall fixing brackets to easy the installation. 

 - Compatible with standard power managers (RG90, GReyder) offered as accessory.

 - Compatible with window / door sensors that activate / deactivate the heater performance.

MODEL RX6E LST RX10E LTS RX12E LTS

Num. of modules 6 10 12

Intput W 775 1300 1550

Voltage 220-240 V~ 220-240 V~ 220-240 V~       

Dimensions cm 57.5x58x10 89.5x58x10 105.5x58x10

Net Weight kg 12 17.5 20.5

Dimensions with packaging cm 65x66x15 97x66x15 113x66x15

Gross weight 13 18.5 21.5

Units per pallet

1300x800 24

1300x1100 24 24

*2 cm separated from the wall

RX6E LST

INGENIUM
Low Surface Temperature 
Radiator Digital Control with 
programmer

ECOSECO ® patented technology

Patented Wall fixing brackets,
to easy the installation.


